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FRAMING: A representative of the tenant must approve chalked-out
layout of partitions before erecting any partition.

Floor Plan

DOOR AND WINDOW SCHEDULE
Location DetailNo HeightWidth Glazing Remarks/HardwareType

1 Existing Door to Remain

Rm. #

8- DOORS & WINDOWS

1. Swing Interior doors shall be 1 3/4" solid core door rotary birch select white veneer Door,unless noted otherwise

2. Pocket Interior doors shall be 1 3/4" solid core door rotary birch select white veneer Door,unless noted otherwise

REINFORCING DETAIL @
REST ROOM GRAB BARS
& WALL MOUNTED TV

CONCEALED STL. ANCHOR
PLATE MIN. 6" x LENGTH
REQ'D. x 16 GA. WELDED,
SCREWED OR OTHERWISE
SECURED TO MTL. STUDS
TO RESIST 250 LB. DOWNWARD
FORCE ON SHELF

TYPICAL DOOR OFFSET

2" Between Door Frame and
Perpendicular Wall

D

O

NOTE: PATCH EXIST'G WALL WITH MATCHING
CONSTRUCTION AS REQUIRED.

EXISTING WALL
TO REMAINA

NOTE: PROVIDE ADEQUATE BRACING AS
REQUIRED DURING DEMOLITION

E X I S T I N G W A L L
T O B E R E M O V E DB

BACK TO BACK
ADA PULLS

DOOR ELEVATION

SEE SCHEDULE

SE
E 

SC
H

ED
U

LE

DOOR ELEVATION

SE
E 

SC
H

ED
U

LE

SEE SCHEDULE

3

METAL FRAME

SOLID
WOOD DOOR

Stain Grade

NOTE
Stain DOOR AND TRIM
COLOR AS PER
TENANT'S DIRECTIONS

34"
Min

Door LockSet: ANSI A117.12009 approved Schlage ND series
Hinges: 3-McKinney T2714 Bumpers: Ives
Closer: yes Finish: Satin Chromium

0/0/0

Conference
Room

13'-0"

HVAC4 3'-0" N/A

5 Server 2'-4" 7'-0" N/A Swing

N
of
A-1

K
of
A-1

K
of
A-1

8'-0"

Door LatchSet: ANSI A117.12009 approved Schlage ND series
Hinges: 3-McKinney T2714 Bumpers: Ives
Closer: yes Finish: Satin Chromium

Storage6 2'-0" N/A7'-0" K
of
A-1

Swing

3'-0" 7'-0"Restroom 17 Insulated
Temp

8 Office 1 Insulated
Temp

7'-0"3'-0"

K
of
A-1

L
of
A-1

6"

SE
E 

SC
H

ED
U

LE

6"

Fire Lite
Glazzing

DOOR ELEVATION

SEE SCHEDULE

6"

I J K

8'-0"3'-0"Office 2
Office 3
Office 4
Office 5

9a
9b
9c
9d

Temp 1/2"8'-0"2'-0"Office 210
Office 311

K
of
A-1

Office 412
N/A7'-0"3'-0"Staff Lounge13 K

of
A-1

Office 614 M
of
A-1

Office 715 M
of
A-1

3'-0"

3'-0"

3'-0"

3'-0"

Greeting Area21

HVAC

Stairway-1

Supplies

20

19

18

7'-0"

Fire
Lite

7'-0"

7'-0"

7'-0"

3'-0"

3'-0"

HVAC

Office 7

17

16

N/A7'-0"

8'-0"

K
of
A-1

K
of
A-1

K
of
A-1

K
of
A-1

J
of
A-1

Existing Window to Remain2

Sliding Door Pulls Set: ANSI A117.12009 approved ADA
Heavy Track

Sliding

Swing

Swing

Fixed
Window

Door LatchSet: ANSI A117.12009 approved Schlage ND series
Hinges: 3-McKinney T2714 Bumpers: Ives
Closer: yes Finish: Satin Chromium

Swing

Swing

Swing

Door LatchSet: ANSI A117.12009 approved Schlage ND series
Hinges: 3-McKinney T2714 Bumpers: Ives
Closer: yes Finish: Satin Chromium

Fixed

Swing

Storage LockSet: ANSI A117.12009 approved Schlage ND series
Hinges: 3-McKinney T2714 Bumpers: Ives
Closer: yes Finish: Satin Chromium

Door LockSet: ANSI A117.12009 approved Schlage ND series
Hinges: 3-McKinney T2714 Bumpers: Ives
Closer: yes Finish: Satin Chromium

Swing

Swing

Swing

Door LatchSet: ANSI A117.12009 approved Schlage ND series
Hinges: 3-McKinney T2714 Bumpers: Ives
Closer: yes Finish: Satin Chromium

Swing

Pocket Door Latch Set: ANSI A117.12009 approved ADA
Accurate series 2001 (203)-348-8865
Heavy Track

Pocket

Door LockSet: ANSI A117.12009 approved
Hinges: Bumpers: Ives
Finish: Satin Chromium

Swing

7'-0"

Temp 1/2"

11'-0"+/- 8'-0"
Temp 1/2"

Fixed
Window

11'-6"+/-
3'-0"

8'-0"
8'-0"

Fixed
Window

Door LockSet: ANSI A117.12009 approved
Hinges: T2714 Bumpers: Ives
Finish: Satin Chromium

10'-5"+/-
3'-0" 8'-0"

8'-0"
Temp 1/2"

Temp 1/2"

N/A

N/A

Fire
Lite

Door LockSet: ANSI A117.12009 approved Schlage ND series
Hinges: 3-McKinney T2714 Bumpers: Ives
Closer: yes Finish: Satin Chromium

Temp 1/2"

C
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3 5/8" PARTITION DETAILF

3 5/8" PARTITION DETAILE
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3" FIBERGLASS SOUND
INSULATION R-8
FLOOR

ATTACHED
TO CEILING STRUCTURE AT 4'-0" o/c

5/8" GYPSUM WALL BOARD

3 5/8" METAL STUDS (20 GAUGE)
AT 24" ON CENTER

FIRE STOP

3 5/8" PARTITION DETAIL
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PARTITION DETAIL
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ify

3 5/8" METAL STUDS (20 GAUGE)
AT 24" ON CENTER

5/8" GYPSUM WALL BOARD
(REST ROOM SIDE)
3" FIBERGLASS SOUND
INSULATION R-8

FLOOR

ATTACHED
TO CEILING STRUCTURE AT 4'-0" o/c

FIRE STOP

5/8" GYPSUM WALL BOARD
on 5/8" SOUND ROCK

21/2" METAL STUDS (20 GAUGE)
AT 16" ON CENTER

1/2" HOMOSOTE COVERED
WITH FABRIC FROM 30" TO CAP

CORRIDOR SIDE
1/2" Birch Veneer Plywood
sanded and finished

WOOD WALL CAP 4'x 4/5" thick (Birch)
(USE FOR VERTICAL OPENING)

4'
-0

"

H
2 1/2" PARTITION
WORK CUBE DETAIL

FLOOR

1/2" MDO Board From Floor to 30"

BASE: 6" x 1/2" Thick ( Birch)
BASE: 6" x 1/2" Thick (MDF)

NOTE
Stain DOOR AND TRIM
COLOR AS PER
TENANT'S DIRECTIONS

NOTE
Stain DOOR AND TRIM
COLOR AS PER
TENANT'S DIRECTIONS
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FLOOR
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3 5/8" METAL STUDS (20 GAUGE)
AT 24" ON CENTER

FIRE STOP

METAL FRAME

Door LockSet: ANSI A117.12009 approved
Hinges: T2714 Bumpers: Ives
Finish: Satin Chromium

M
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Door LockSet: ANSI A117.12009 approved
Hinges: Bumpers: Ives
Finish: Satin Chromium
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